Jaguar und Land Rover Software-Installation von Vcm126
1打开VCM-JLR126DVD
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2 install software öffnen
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3 IDS-dvd126-full installieren
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4 Die Sprache wählen
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5 Die Software funktionieren
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6  “next” klicken
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Welcome to the InstallShield Wizard for IDS

The InstalfShield Wizard wil install IDS an your compute.
To continue, cick Next.
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7 -“next” wählen
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8 Bei „C“ Drive installieren
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9Install
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Ready to Install the Progiam

The wizard is ready to begin nstalltion.
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10 Warten Sie auf Installation
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11 „yes” klicken
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12 Starten Ihren Computer noch mal
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InstalShield Wizard Complete

The InstaliShield Wizard has successfuly installed IDS. Before
you can use the program, you must restart ygur computer.
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13 Öffnen Sie license software bei DVD
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14  JLR license funktionieren
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15 „start” klicken 
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16 Installation von JLR-license ist erfolgreich 
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17  JLR IDS funktionieren
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18 Warten Sie auf Funktion von Software
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19 Nach dem Eingeben der Information von Kunde klicken Sie “ continue”
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20 „continue” klicken
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To avoid possible serious injury or death: ensure the diagnostic tester is placed in the vehicle so it does not
interfere with the safe operation of the vehicle, e.g. do not place the diagnostic tester in the deployment path of
any airbag.

Spark Plug Wire voltage produced by modern ignition systems can be as high as 40kV. While carrying out repairs
or checks on ignition systems it is important to adhere to the appropriate safety precautions preventing the
possibility of electric shocks.

When checking the fuel system remember that the fuel system may still be pressurized when the engine is
switched off. Always follow the instructions related to fuel system pressure relief. All fuel handling safety
precautions must be observed.

While conducting tests on a hot engine take all safety precautions to prevent skin contact with hot engine
components.

While conducting checks with a running engine ensure adequate safety precautions are observed to prevent
contact with moving engine parts. For example; ensure ties or loose, clothing do not come into contact with the
cooling fan or drive belts.

As battery fluid is corrosive take adequate safety precautions to prevent eye and skin contact. Gases released
during charging are explosive. Never use naked flames or sparks.





21 Verbindung-Engine-Diagnosesteck-Anlage-usb-Computer
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Please ensure the communication device is
connected.





22 “vin” eingeben und read vin dann klicken identify vehicle 
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Please connect communication device, and switch ignition ON, to automatically read the VIN
from the vehicle. If the system fails to read the VIN, or you are not near the vehicle, manually enter

the full 17 characters of the VIN below.

Vehicle Identification Number (VIN): [FAjc7assasco08a7 Read

Ident'f_yJ Vehicle




23 Ihr Auto, wenn es ist, klicken “yes”
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Vehicle Summary

Model: Jaguar X350 XJ N %

Engine: 421 AJ-33
Model Year: 2003
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Does this accurately describe the vehicle? No



24 Diagnose oder Programmieren starten
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